
-WIDE REPUTED 


Since 1 920 

KOKUBUN INC. 


BRAIDER 

• • • .B 

HIGHER PRODUCTION NOISELESS 

FOR 

ELASTICS -SHOE LACES ETC. 





MODEL 



3" Horn Gear 

(equivalent to Model 1 01 and 1 02 or # 1 ) 


Spring Carrier 



a. Smooth and con- 
stant tensioning 
under high speed. 

b. Easy and simple 
threading. 

c. Detachable thread 
guide and tension 
spring. 

d. All parts inter- 
changeable with 
U.S.A. carrier. 




560 


PICKS PER 

Approx. Capacity (Max.) 
Cotton Shoe Lace . . . 
Rayon Elastic Tape . . 


MINUTE (MAX.) 


30 m/h. 
8 m/h. 


10 db. QUIETER RUNNING 



Model ST 17 spindles 
braider for elastic tapes, 
with press roller take-up 
& delivery roller. 


Specification List 


of Spindles 

Machine Size (m/m) 

Pulley (m/m) 

Net Weigh 

Length 

Width 

Height 

(Dia x Width) 

8 

355 

431 

711 

124 x 30 

28 kg 

8x2 

558 

355 

711 

•• 

40 " 

12 

406 

406 

711 

•• 

38 " 

16 

431 

482 

711 

" 

40 " 

20 

508 

558 

711 

„ 

45 " 

24 

609 

635 

762 

>> 

50 " 

28 

635 

635 

762 

•• 

55 " 

32 

685 

660 

863 

1 24 x 36 

65 " 

36 

762 

711 

863 

,, 

70 " 

40 A 

787 

736 

914 

162 x 41 

85 " 

44 A 

863 

787 

914 

•• 

105 " 

48 A 

914 

889 

914 

" 

125 " 

64 A 

1.219 

1,066 

1,092 

190 x 44 

175 - 

96 A 

2,032 

1,778 

1,270 

292 x 69 

400 " 

7 

355 

355 

711 

1 24 x 30 

25 - 

7x2 

558 

355 

711 

•• 

40 " 

9 

406 

381 

711 

•• 

30 " 

9x2 

558 

381 

711 

•• 

45 - 

13 

431 

406 

762 


40 " 

17 

482 

406 

762 

n 

45 - 

21 

508 

609 

812 

• • 

50 " 

25 

533 

635 

863 

" 

55 " 

29 

558 

660 

864 

1 24 x 36 

65 " 

33 

609 

685 

914 

»* 

70 " 

37 

762 

736 

914 


75 ” 

41 A 

812 

762 

914 

162 x 41 

70 " 

45 A 

889 

812 

914 

„ 

110 " 

49 A 

914 

889 

914 

•• 

130 " 

53 A 

1,041 

914 

914 

190x44 

150 - 

65 A 

1,219 

1,066 

10,92 

** 

180 " 

85 A 

1,651 

1,397 

1,270 

292 x 69 

330 " 


Mark "A" .... Center Pulley Driven Style, Precisely machined iron horn gear. 



MODEL 



4" Horn Gear 

(equivalent to Model 1 04 or # 2) 


Taking-up device (option) 



Press Roller and Delivery Roller 




BOBBIN 100% BIGGER THAN 
MODEL ST 




dP & 




Model STL 16 spindles 


braider for thick cords. 


with grooved roller take- 
up & winding reel. 




s F 

> e c i f i c a t 

ion List 


Number of Spindles 

Length 

Machine Size (m/m) 
Width 

Height 

Pulley (m/m) 
(Dia x Width) 

Net Weight 


8 

450 

420 

740 

124x30 

30 kg 


8x2 

340 

650 

750 


50 " 


12 

400 

400 

775 

•• 

40 " 


16 

450 

450 

775 

n 

50 " 

IS«»9 

20 

600 

600 

925 


60 " 

liBja 

24 

600 

600 

925 

1 24 x 36 

70 " 

MM 

28 

800 

800 

925 

>• 

100 " 


32 

750 

750 

1,176 

M 

120 " 


36 

800 

950 

1,070 

• • 

130 " 


40 A 

860 

1,020 

1,000 

162 x 41 

150 " 


44 A 

930 

1,100 

1,100 

•• 

160 - 


48 A 

1,000 

1,160 

1,100 

" 

175 - 


7 

380 

430 

750 

1 24 x 30 

30 - 


7x2 

500 

670 

750 


42 - 


9 

470 

470 

750 

•• 

35 ” 


9x2 

550 

700 

750 


53 - 


13 

500 

500 

675 

,, 

42 - 


17 

550 

550 

675 

„ 

53 - 


21 

620 

620 

675 

.. 

65 - 


25 

750 

750 

790 

124 x 36 

75 - 


29 

800 

800 

790 

•• 

100 " 

33 

840 

840 

850 


130 - 

37 

920 

920 

850 

n 

135 - 

l&IsS 

41 A 

980 

1,010 

950 

162 x 41 

150 - 


45 A 

1,000 

1,090 

1,100 

,, 

165 " 


49 A 

1,050 

1,180 

1,100 


180 - 


Mark "A" .... Center Pulley Driven Style, Precisely machined iron horn gear. 



MAIN FEATURES 




\ 



1 . Spring Tension Carrier instead of conventional drop weight. Noiseless 
type with steel reinforced nylon base for smoother sliding 

2. Horn gear: High quality nylon molded. Noiseless type 

3. Top Plate: Precisely machined high quality cast iron with mechani- 
cally milled carrier-way, 0.31” thickness * 

4. Modern and sturdy overhead frame with die-casting brace bar 
supports 

5. Accurate and durable steel forging "Bevel Gear” at driving pulley 

6. Soft starting by quality multi-disc friction clutch at "Center Driving 
Pulley” (Bigger machine than 40 spindles) 

* Double thick plate can be also offered with Model 2D 

Comparable Table of Model ST and STL 


Machine 

Horn Gear Dia. 

Horn Gear * 


Bobbin (mm) 


Model 

(Inch) 

Revol. R.P.M. 

Flange dia. 

Barrel dia. 

Length 

Traverse 

ST 

3" (2.5M-32T) 

210- 280 

34 

15 

116 

98 

STL 

4" (2.5M-40T) 

200 - 250 

42 

17 

131.3 

110 

m m 


* Revolution (product, capacity) greatly depends on quality and strength of materials. 



Braiding Machin0 is used for producing a wide range of articles, as described below, by using textile threads 
or metal wires which are alternately interwoven. 

1. Daily Articles : Elastic cord, shoe laces, various types of cords for daily use, hat materials, watch band, lamp 

wick, carpet materials, hat bands, umbrella cord, window blind cord, etc. 

2. Decorative Articles : Laces, hem materials for clothing braids. 

3. Industrial Goods : Electric cords, earth band, submarine cable, industrial packing, insulation sleeve, conduit tube, 

parachute cord, brake hose, hydraulic hose, oxygen and acetylene welding hose, cleaner hose, 
garden hose, piping insulation on airplane, missile ans spaceships. 

4. Fishery Supplies : Ropes for fishing net and trawl fishing net cord, mackerel fishing line. 

5. Medical Supplies : Surgery stitching thread. 

6. Sporting Goods : Supporter, racket gut, expanding cord, glider cord, fishing line, awning cord, other braided 

cords. 




j KOKUBUN INC. 

NAKAJIMACHO, HAMAMATSU, JAPAN 
CABLES: "KOKU" HAMAMATSU 
SINCE PHONE: 0534 (61) 2161 

1920 TELEX: 4225076 KOKU J 


O CAT. No. K - 1 (B) 


